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Foreword

s

Thank you for your choice of our Numerical-controlled
Paper Cutting Machine series. We will provide you with
good quality and reliable post-sale service. On the basis
of original products, our research and develop engineers
combined advantages of products at home and abroad,
and finally developed new model of Numerical-controlled
Paper Cutting Machine. It owes high technology, precise
construction designation, and elegant appearance, with
the security control part and cutting precision improved.
It can be broadly used in printing centers and offices.
It is the most ideal cutting machine which well complies
with office automation system.

Children must not operate this machine.

. : ‘ Do not reach beneath theblade
Do not extract or transport the blade without protection

(X7 k Do not cut hard material or materias which may splinterl

Note: In order to have more usage information of
Numerical-controlled Paper Cutting Machine, you have
to read this specification carefully first. This will help
you improve your working efficiency, realize the machine's
property, have the best cutting effects. This will also be
good for the maintenance of the machine, and can prolong
service life of the machine.
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Safety Cautions
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According to relevant standards, to aveid accident and
accidental injury, only professional operators are allowed
to use this machine (children or non-professional operators
are forbidden to operate). When you use ormaintain these
machines, please pay high attention to safety cautions below:

@ Settlement position

Please connect with the power source correctly in accordance
with thespecification. The power source should be steady
AC220V.50Hz.2KW, and the machine will run irregularly if
the voltage 1s too high or too low. We suggest you use alternating
current (AC) power source with steady voltage toimprove your
working efficiency.

® Ground connection

For safety you should use electric supply socket with ground
wire connected.

® Supercharge

Please don't connect many electrical products on one
electric supply socket, because supercharge may cause a fire
or an electric shock.

® Cleanness

Before you clean or maintain the machines, you must cut the
electric sourceand pull out the electric supply socket.
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1.0pen the machine and check

When you open the package of the machine, firstly youshould
check the machine and relevant accessories. Please contact the
seller or our company if there is any damage or shortage.

Main unitone set ~Machine chassisone st Specification one piece

Rubber under chassis

Tooling one st two pieces

Certificate one piece

Stick one piees Screw stem four pieces Maintenanee warrant one piece

2.Settlement of the machine

® Open the wooden crate, take out the machine casing, and
discharge four M8 screws on the base plate of the main machine;

® The machine casing needs to assembly, and the screws should
be fixed firmly;

® The main unit should be put on the machine casing correctly;

® Check all parts of the machine, and clean them;

® Turn on the power to electrify to test running.

3. Operating environment

® T he machine should be placed in clean working environment, keep away
from direct sunlight and wind;

® Temperature of the operating environment: 10-30°C, cannot
higher than 327C;

® Humidity level of the operating environment: 50-80%;

® Working power source of the machine: 220V+10%; 50HZ; 2KW;

® Connect the ground wire correctly.

4.Special suggestions

® Remember, only one professional operator iz allowed towork on
the machine;

.\I’Vheclil you cut, you should operate buttons by both of your
hands;

® Please don't disassemble the safety covering;

® When you put your hands or other things into the cutting area,
you must cut the power first;

® When you change knife blades, you should firmly comply with
the blade changing instruction;

® You are not allowed to re-equip the inner construction and
circuit of the machine by yourself.
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ChapterlIl P2

Brief introduction of the paper-cutting machine
1.Parts description of the paper-cutting machine

Back protective cover

— 2 Upper cover
' Blade toolpost

R
Safety lock crhie 3

Front protective cover

Blade

<+—— Front cover board

Main control panel Emergency stop switch

Handle

Machine casing

|
|

Door lock

L <——Rubber under chassis

Drawing 1
2.Principal technical parameter

Specification Madsl asovs* 4asovs'
Cutting widthimm) 450 480
Cutting thickness 40 50
Paper pressing structure Automation Automation
Paper pushing mode Automation Automation
Safety protection Yes Yes
Power supply 900W 1KW
Machine Measurement (E*D*W) | 1020X780X870mm| 1070X880X740mm
Net weight 115kg 140kg
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