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 Installation

1.
2

3.

4.

5.

Attention:

The package of the includes two cartons: mainframe box and bracket box.
Open the mainframe box (the big one) and put the jet head upside down .
Open the bracket box (the small one)and get out the screws,the bracket and the

bracket feet.
Connect the brackets to the bracket leg. Every bracket has two wheels and one of
them can be fixed. Fix the wheel in the diagonal line to prevent it from rolling when
installing the jet.
There is a joint on the left bracket, pull it out of the hole of the bracket and connect
it to the switch.
Adjust the bracket leg and make the scroll shelf face to the middle of the Hi-Fi jet

and aim at the hole bottom of the mainframe. Use the screw to fix the bracket legs to
the mainframe and complete the installtion of the jet.

Please take care not to clip the cable when you connect and install the
bracket.

.
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! Connectting The Power and The Computer 

1.Insert the power cord of the jet to the socket at the back of the printer.
2.Insert the jet wire to the joint on the back of the jet, please use IEEE1284 parallel

ports printing line to connect PC.

" Functions Of The Control Panel and Press-keys

Turn on the Hi-Fi jet, it can show every function. The control panel on the right of
the jet has 8 press keys and a screen which tells the present mode and set value.

1 Load media

2 Cut

3 Pause

4 Reset

The Main Menu

1. Load Printing Media Menu

2. Cut Menu

3. Pause Menu

4. Reset Menu

Test the width of the paper before printing.

Cut down the carrier automatically when you finish printing.

Press this key to stop the machine when there is something wrong with printing.

5 Feed media

6 Set menu

7 Ut ility menu
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5. Feeding Carrier Menu

Forward

Media counter

Display co unter

Backw ard

End of media

Exit

Instruction:
This menu is used to load the media, you can choose [Forward] or [Backward],
press [Exit] back to the main menu.

6. Set Menu

1Printmodemenu

2Paperoptionmenu

3HP-GLmenu

4 Userset up

5 Inkoptionmenu

6 Serialcommunica tion

7Exit

Instruction:

Generally speaking, the 3th, 5th, 6th menu can not be changed randomly, we
suggest you keep the acquiescent data.
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6-1. Printing mode menu

Color mode

Quality mode

Dots per inch

Print passes

Carri age speed

Printing direction

Instructions:
Color mode:
Quality mode:
Inch point:
Printing times per line: '4'or '6'

Bracket speed:
7 '

Printing direction:

Choose 'color'
Choose 'decided by user'

Choose '600' or '300', '600' is prefered.
is our suggestion, the jet mainly set 1,2,4,6,8,

10.It can print quickly when the ink gun is in good state.
Namely the walking speed of ink board,

usually choose ' or '8'times.
choose 'bidirectional printing'.If the bracket speed of color

mode is 10, the output square meters are as follows:

Exit

MODE RESOLUTION

DRAFT MODE

PRODUCTION

COMMON MODE

QUALITY MODE

600*600dpi

600*600dpi

600*600dpi

600*600dpi

PASS SPEED(Sqm/h)

1Pass

2Pass

3Pass

4Pass

9.0

7.0

5.4

4.5
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6 Save media

7 Auto-w ipe

Instruction:
Printing media type:
Printing Media standard:
Margins:

Auto-load delay:

Save Printing Media:
Auto-wipe ink:

Choose [scroll]
Choose [all]

Choose [normal] or [expansive], [expanive]is suggested, expanding
model is 0.5cm single margin, normal model is 1.0cm single margin.

Choose [6] ,the speed will be faster after the number is changed,
the machine will receive paper automatically.

Choose[ON].
Choose [ON] or [OFF], [Unfold]mode can prevent the ink from

leaking.

4 Nesting menu

Attention: All the terms above shouldn't be changed casually.

6-2 . Paper option menu

1 Supply type

2 Media standard

3 Margins

4 Auto-load dela y

5 Auto-cut

6-3 . HP-GL type menu

1 Palette select

2 Control

3 Rotation

7 Exit

5 Reprint

6 Ink limit

8 Exit
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6-4 . User-setting menu

1 Select us er

2 Save user

3 Units select

4 Language

5 In it settings

6 Print sett ings

7 LCD contrast

Instruction:
Choose User-Setting:

Save User-Setting:
Measure unit option:
Language:
Initial setting value:
Printing setting value:

Every set as follows:
Save the menu set of the user in any of the 8 options and it

can save the sets of different users , which is convenient for every mode
of printing.

The chosen item must be saved in [User Set Menu]after altering.
Choose [Metr ic System].

Choose[the language which you need].
Deacidize the mixed menu.

Print the set of the present user.
LCD shows the contrast grade (the init ializat ion can be used to adjust the contrast grade) .

6-5 . Ink Option Menu

1 Ink reduction

2 Ink pre-heat menu

3Dryer

4Drying time

5Exit

8 Exit
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Ink Pre-Heat Menu

1 Black-preheat

2 Cyan-preheat

3 Magenta-pre heat

4 Yellow-pre heat 5 Exi t

6-6. Serial Communication Menu

1 Baut rate

2 Data bits

3 Parity bit

4 Exit

7. Miscellaneous Function Menu

1Cleaning

2Access cartridge

3Color calib ration

4Cal ibratio n menu

5Display setting

6Print setting

7Service menu

8Exit
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7-1. Cleaning Mode
The printer will clean the ink gun of the work table before you print it and in
every two minutes during the printing time. The user can choose [Cleaning Function]
during the printing process or when you complete the printing, but the ink gun still
be clogged,especially when it is exposed to air or doesn't work for a long time.
[Printing Cleaning Mode] can help you clean the nozzles and check whether the
ink gun works normally. We suggest you use[ Printing Cleaning Mode] every day
to have the best quality of the printing.

may

left-out line line in the wron g
position

The solid str ip show s
that there is s ometh ing
wrong electronical ly
with the nozz le .

The left-out l ines , the light
lines or the l ines in wrong
position show that the nozzles
may be jam.

7-1-1 Cleaning Test Sample
The test sample is made up of the color belts and slashes of every gun. In [Cleaning
Test mode], every nozzle is standed for by one short parallel line. There will be 'ladder
picture' when these lines are printed together.

The space and the wrong direction of the line in 'ladder picture' show that the nozzles
are jam. The solid stripe shows that the nozzles don't work. But they can be seen

clearly above [Cleaning].

too light line

CMYK table head can help
you to know the supp-
lementary prin ting mode.
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Color Black

Prime
Vertical end to end test mode

Prime

Horizontal end to end test mode

Yellow Magenta Cyan

Black

End to end test mode at present

Check the align mark[+] on [The Present MainframeTest Mode]. If they are aligning,
it means the calibration is correct. Otherwise, please execute the next step to adjust
the mainframe

1 Cyan vertical

2 Mangta vertical

3 Yellow vertical

4 Calib print tes t

5 Cyan horizontal

8 Exit

6 Mangta horizontal

7 Yellow horizontal

7-3 Color Calib Menu
a.[Miscellaneous Function Menu]-[Color Calibration]-[Calibration Prin ting Test]

Please choose the data which align to the black block,then input the data .

b.[Cyan Vertical]

c.Check[Vertical End to End Test Mode]and input the best color calibration
d.Use [horizontal end to end test mode] to repeat every color and horizontal
calibration
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7-4-2.Paper Axis Test

1 Use calib XY

2 Paper axis test

3 Color DB menu

4 Open nozzle menu

5 Paper axis

Instruction:
The paper axis test can minimize difference of your printing sizes.
The operation as follows:
[Miscellaneous Function Menu] [Calibration Menu] [Paper Axist Test]
After choosing [Paper Axist Test the machine will print the picture below
on the paper automatically.

& &
],

6 Exit

83.82cm

7-4 Calib Menu

7-4-3 Color DB Menu

LC provides two tests and help to adjust the ink gun:[Color DB Supplement ]
and[Color Calibration].
[Color DB Supplement ]provides the way of adjusting the fixed position of the color
point.During the [Bidirection printing mode], the bracket speed may cause the color
points to miss the aim position on media.[Color DB test Mode] can help you to check
the speed DB value and adjust it in order to get the best printing.The appendix tool
block provides [Magnifying Glass] to check the printing result.
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Color Calibration can aim at every ink gun .There may be little error because the ink
gun has few allowable variable value when the gun was made.[Color Test Mode ]can
help you to check the tuneup value of the vertical and horizontal, and adjust it to get

the best printing.
Please execute [Color DB Supplement] before executing [Color Calibration]. You
should execute both tests when replacing the new ink gun .If you reassemble the
original ink bottle, only execute[Color Calibration] test.
The execution of the[Color DB Supplementary Function]
a.After the installation,press[Miscellaneous Function Menu],[Calibration Function],
[Color DB Test], the test picture will be printed as bellows:

b.Check the vertical line of every color,and choose the most stright line,write down
the supplementary data under the option line.
c.The present supplement data is printed in the right corner of the testing picture.
If these data is different from what you choose, please press the button of the
[color DB ] which you want, and input the new supplementary data.
Attention : You can just choose one from the range provided.

5 Color DB test1 Black DB

2 Cy an DB

3 Mangta D B

4 Yellow DB 6 Exit
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7-4-5 Print Hand Movement Jet supplementary List:

Jet Hand Movement Supplementary List

a.Please choose [Miscellaneous Function Menu], [Calibration Menu],
[Open Jet Function Table] on the main function table.
The jet state menu is printed as follows: It shows the present jet supplementary list
with the number of every ink gun.

Y: No
M: 1, 3, 10
C: No
K: 10, 21,30, 128

b.Add one nozzle to Supplementary list, please press the button standing for ink
gun color .

1 Black edit table

2 Cyan edit table

3 Mangta edit table

4 Yellow edit table

5 Print nozzle list

7 Exit

6 Clear list menu

c.If you supplement for one certain nozzle , please press the button till it shows
the number of nozzle, then press [switchover] to switch over into jet state. For
others, please repeat the actions.
d.Press [Ok] to accept the set value.
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Install The Printing Media#

1.Using The Paper-Receiving Inductor
Auto-axle can also be used as paper-sending axle. If the receiving axle is
used as the sending axle, the receiving axle can not be used. If you want to
use the receiving axle as the sending axle, please press [Printing Media
Type]-[Roll2].

Warning: If you choose [Roll2], the media below the lower
cylinder will easily roll inside, it will cover the media inductor,
as a result, the spring cylinder will feed media. Please keep the
media rolling inside and off media inductor.

Pape r-sending roll

media existing
inductor

left visual checking

carri er inductor of sending
and auto-rolling

13

The Guide Manual of Sino-750



2.Auto-Sending &Receiving Paper Function
a. Press [Set [Paper Option Function Table [Printing Media Type

[Auto Receiving [Ok], then the jet will be set [Auto-Rolling Mode],which will
start the auto-axle.

b. Install the empty pole into the auto-receiving leading pole. Please make sure the
width of the pole is in accordance with that of the printer media.

c. Install the leading pole into the media pole, then revolve the locking device tightly
and fix it. Please install the leading pole 1/8 inch from the point of the pole and lock
the position.

]& ]& ]&
]&

revolve tightly in order to
fix media axle

d. During the printing process, press [Feeding Media [Forward], roll the foreparts
of the printing media onto the center of the auto-receiving axle pole. Please stick at
least three tapes to the left, right, and the middle of the pole respectively.

e. Once the inductor of the bracket leg detect the printing media, the auto-receiving
axle will be started to roll the printing media.

]&

3.The Use Of The Single-Paged Paper
a.Press [Set [Paper Option [Print Media Type [Single Page],then press [Ok].
b.Install the single page media from the back of the jet
c.Make sure that the printing media is put under the cylinder smoothly. Within a few

minutes, the jet wi ll induct the printing media and start to load it unti l the printing
media is back to the beginning position on the press board.
Please put the ink gun on the working table on the r ight of the jet when you have no

use for it. This can seal the jet ink gun and prevent it f rom b ecoming dry. After the
power is turned on ,choose [Miscellaneous Function Menu ] and[S tore And Fetch
Ink Gun] on the control panel to move the bracket out of the working table, th ereby,
you can install, modify and adjust or clean the ink gun, change the cut motor or clean
the working site. Please do not move the shelf by hand because it may break the jet.

]& ]& ]&

axle leading pole

14

The Guide Manual of Sino-750



$ Fill The Ink Container
Ink Container

Attention:

1. Fill Up The Ink Container

For LC series jet, please fill up the container again when there
is 0nly 500ml ink left (1/4 of the total). If there is always no enough ink, more
air will be in the ink line and result in a pressure unbalance.

The printer can print continuously for a long time since it has four large-volume
ink containers.

Open the gap on the left of the Hi-Fi jet, enter the ink container. Open only one
container one time so as not to pollute other colors.

Make sure that the ink is in accordance with the type of the container. Then
put the ink into the container. All of the containers and the ink guns must use
the same type ink. Make sure that there is no surplus ink in the container when
you cover the top but don't wring it too tight.
The jet has 2 standard and complete pipes, with which you can change ink
easily. All the lines use the quickly-connecting equipments of color coding.

Every ink container should be connected to the same color equipments.
If you change the container, just connect the correct equipment.
Please fill up the rest containers and then cover their gaps.

a

b.

c.

.

2. Install And Fill The Ink Gun
It is not compatible

with ink guns of other types. And the ink gun will be broken or can not work if
you use others. LC ink gun has no ink when produced, thus it must be filled with
ink when you use it..
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Attention:
a .P lease prepare some napkin and put on a pair of one-off gloves .
b .P lease do not tear off the blue tape of the ink je t head if you are not well- prepared

to c lean the ink je t pressing board.
c .Do not touch th e ink gun or th e colorful contacting area of the ink jet gun.
2-1. Pull out the syringe gap.
2-2. Insert the syringe pinpoint to the top hole of the empty ink g un. Then pull it

again af ter p ulling the syringe slowly til l it is submerged totally. The ink injec t is
about 20 ml.

2-3. Inject slowly until all the ink flow into the ink gun.
2-4. Erec t the ink gun in case that the ink flows from the top part , then pu t it on

the bracket.

WARNING: No tearing off the blue tape.
2-5. Cover the ink board gap on the bracket.
2-6. Please fill every ink gun with the methods shown above.
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3. Clean The Ink Pipe

Attention:

Attention:

It is very important that the ink pipes are separate.

The gradient of the ink gun must be less than 30 , or there will be
a pressure unbalance of the ink gun as a result of it.

'

Fill one color ink every time to prevent it from polluting other colors.
3-1. Press [Miscellaneous Function Menu],[Access Cartridge ], move the

bracket to the opposition,where the ink can be changed.

3-2. Insert the pinpoint to the hole of the auto / hand movement ink.

3-3. Absorb the blotting machine. Then insert the ink pinpoint to the ink gun
quickly and wing it tight.

3-4. Take the ink gun off the bracket and take the blue tape off the ink jet.
3-5. Put the absorbing part of the rocker blotter on the ink jet gun.
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3-8. Adjust the ink gun as the following instruc tion of [Color Calibration].
When the jet machine is off, the ink in the pipe will be back to the

ink container, it can not be seen because of the short pinpoint of the jet. Maybe
you find that the ink in the convey cord disappears at once af ter cleaning the ink
gun .But the ink wi ll f low back into the convey cord quickly af ter star ting to print .

Attention:

3-6. The rock blotter and the ink jet should be connected correctly and strain to
absorb three or five times till the ink in the pipe arrive in the top of the ink
pinpoint and there is no air.

3-7. Wipe the leaking ink of the jet and then install it on the bracket correctly.

18

The Guide Manual of Sino-750


